24v 14.5amp
350w LED Driver

AC input veltage range ... :

Input frequUenCY ...........cceeninnens 47-63Hz
Inrush current ..o cold start, 2040115V, 40A230V Input
leakage curtent ... 0.7TmA/ 230VAC
Line regulation (full boad) ................... 0.5%
Output voltage adjust range ........... 10%
Output over current protection ........ 110~130% ® AC input range selected by switch
Output over voltage protection ....... 115~150% ® High reliability
Withstand voltage ..........c.cc.cce...e. P -Q/P: 3.0KVAC/1min ® Built in fan speed control
I/P -F/G: 1. 5KVAC/ 1min ® Protections: over current/ over
Q/P-FiG: 0.5KVAC/ min voltage/over temperature/ short circuit
RISEHME ..o Soms@full load (typical) F632C 215 x 115 x 50(mm)
Holduptime ..o 20ms@full load (typical)

Operating temp. & humidity
Storage lemp. & humidity
Safety standards
EMC standards

0T =+50'C, 20%~83%RH (non condensing)

.............. -20°C ~+85°C, 20%~85%RH (non condensing)
.. meet GB4943, ULB0S50, ENGOSS0

meet GB9254, EN55022 classA

Cooling method ... ... fam
Dimensions:
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Ideals (GB) Limited

Unit 3 Brookside Centre

Sumpters Way
Southend
SS2 5RR

Tel: 01702 460855
Fax: 01702 460655

email: sales@idealsgb.co.uk

web:

www.idealsgb.co.uk




